
ULTRA PRO EDGE MASKING TAPE

IMP75UL-G 3/4” x 55mm Green (48 rolls/case)
IMP15UL-G 1-1/2 x 55mm Green (24 rolls/case)
IMP20UL-G 2” x 55mm Green (20 rolls/case)

Distributed by Refinish Distributors Alliance, Inc.
www.rda-impact.com

n Automotive refinishing & collision repair
n Wet sanding operations
n �High-temp booth curing cycles
n Precision masking for multi-stage paint jobs
n Short-term outdoor masking (up to 3 days UV)

High-Performance Automotive Refinishing Tape

•High-Visibility Green – Easy to spot on any substrate; improves workflow and de-masking.
•6.7 mil Thickness – Strong, durable paper backing with excellent conformability over curves and contours.
•Clean Removal – No adhesive residue after bake cycles or short-term outdoor exposure.
•3-Day UV Resistance – Reliable performance for exterior masking and sunlight exposure.
•Water & Solvent Resistant – Ideal for wet sanding, waterborne, and solvent-borne paint systems.
•Strong Adhesion – Bonds well to metal, rubber, glass, and painted surfaces without lifting.
•High Tensile Strength – Resists tearing; maintains crisp, clean paint edges.
• TEMPERATURE RESISTANCE – 194°F (90°C) for 60 minutes, 230°F (110°C) for 30 minutes

Engineered for high-temperature spray booth operations.


